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The successful modular inspection 
system, TubeScan digital strobe, is 
now available for wide web applica-
tions. 

-

between 900 mm and 1700 mm and 
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Tube Scan XL Press ( see page 6)
 »
 »
 »

Tube Scan XL Slitter ( see page 7)
 »

 »

 »
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Front light illumination 
 »
materials

 » -

Back light illumination
 »

-

Standard illumination modes

 »

 » Pulsed LED illumination for low 

 »  

 » -

 »
 »

 »  

 »  

TubeScan XL
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 »
defect classes

 »  
areas

 »

 »

 »

 »

Contour light
 »

White illumination

UV illumination
UV illumination
 »

 
 »

 »

 »

 »
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-

-

Simple, intuitive user guidance via touch screen. In the defect gallery, the last defects can be conveniently 
 displayed and selected.

TubeScan Digital Strobe Press XL 900 XL 1100 XL 1400 XL 1700
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-

-

Placement control allows pinpoint 
positioning of a selected defect on the 
doctor machine.

Customer application 
on a slitter.

TubeScan Digital Strobe Slitter XL 900 XL 1100 XL 1400 XL 1700
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Our trusted and well established 
-

tion processes. 
-

-

 »

 »

 »
 

 »
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 TubeScan 
 »

Roll map: Lanes correspond to daughter rolls

What would be the advantage of using the TubeScan inspection 

-

Dr. Stephan Krebs, Founder and Product Manager Nyquist Systems
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The TubeScan Digital Strobe XL comes readily integrated 
in a Universal Mounting Frame (UMF) featuring two idler 
rollers. 

 

TubeScan Digital Strobe XL 900 XL 1100 XL 1400 XL 1700

Roller material

Roller diameter 100 mm

90°

Minimum tension

TubeScan XL  
mounted on  

Universal Mounting Frame

Customizable web direction
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Hard anodized 
rollers

Installation of a TubeScan XL 1400 on a slitter

Optional features

IR illumination  -

 »
 »
 »

 » Alarm set

 

-
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